Triton 1U-SX

(

~N

2x Power  USB3.0 2x USB 2x SATA 3x 2x 4x 7mm — 15mm
1G LAN MLAN = VGA  COM  Status on/off USB2.0  3.2Gen1  DOM  siimsAS4i 10GLAN  TPM Removable Drive
50| (90000 ® | f— — —_— W ......
W OOl o Euj 5 = Lue =
Front Panel
Intel Intel MDI
1210-AT 1210-AT
ntel
X710°AT2 Backplane
(SATA/NVMe)
RTL8211FD
PCle Gen3
X PCle/
o GigkE ) 4 ) | SATA
PCle Genl PCle Genl Headers
x1 PCle
x1 x1 ASPEED
AST2600 *2UsB PCH
SPI Emmitsburg SPI
BMC €
Intel C741
\_ J
| SPI
SPI \_ Y, Flash
Flash
DMI x4
M.2 M-Key
|_PCle Gen4_|  sypports NGFF-22110/
Full Length x4 2280 Card
PCle Gen5 ards
Slot 2 Half Height ;69” Scalable Xeon®
PCle Site Gen 4/5 PCle Gen4 M.2 M-Key
CPUO — x4 Supports NGFF-22110/
o )
Full Length oCle Gens 2280 Cards
Slot3 | Half Height x16 Up to 60 Cores
PCle Site
—
8x DIMM Slots
Full Length Up to 1B
Slot6 | Half Height Pete end ECC DDRS
PCle Site X \
—
3x UPI
8x DIMM Slots
Full Length PCle Gens DC
Slot 1 Half Height <16 — Ch A-F Up to 1TB Power
PCle Site ECC DDR5
—
Scalable Xeon®
Full Length PCle Gens Gen 4/5 I
Slot4 Half He!ght x16 CPU1 Power Distribution Module
PCle Site
N—
Foll Lometh Up to 60 Cores
ull Leng
Slot 5 Half Height Pc'iliens Power Supply 1
PCle Site 110/220/240 VAC

CRPS

jensenbeachtech.com



	Triton 1U-SX Server Block Diagram.vsdx
	Page-1


